L1-C

TEMPORARY PERMANENT PERMANENT TEMPORARY

CONSTRUCTION F——- R.O.W. R.O.W. ———= CONSTRUCTION
R.O | I.  BOUNDARY E{JUNDARY | R.O.W.
E |
I I
| | |
1
: . |__3s | :
: T | ’
! ¢ I ¢ :
| I
H FOREIGN -
SUPPLEMENTAL
} PIPELINE TOPSOIL
{ I
1
1
I o 35
| | - 12 MiNMUM ——] -
I
! 127 MAXIMUM - i
1
! ! e i
: | | » 45° (VARIES) 15'
l ! = TOPSOIL STRIPPING 1
i
i | |
I I r I "
1 | I i . 25 | i 50 .
: : | SPOIL SIDE ' ! WORKING SIDE
! | 10! 30’ | 35
i S - -
| TEMPORARY _ ' | | PERMANENT EASEMENT | TEMPORARY
| WORKSPACE i ' WORKSPACE
] 1
I = i 75" -
L T H CONSTRUCTION RIGHT-OF-WAY
e ]

I ASSUMED ADJACENT !
PIPELINE EASEMENT PROFILE

PETRO SOURCE CO; PIPELIME PROJECT

Figure 2-10
Typical Right-of-Way
Construction Configuration
with Topsoil Salvage






